A.   They can park the machine on the grade down
there, get out and leave it unattended or something
or other, and it could roll off, probably roll into
the other piece of equipment or possibly roll over
one .of the work hands or just roll out in front of
the other machine and not contact it but cause the
guy to run around it and run over one of the other
guys or something.

On cross-examination, Mr. Coleman confirmed that the
regular brakes used to control and stop the end loader in
question when it was operating in forward and in reverse
were operable, and that as long as the operator was in the
machine he saw no problem and did not believe that there was
any hazard or likelihood of an accident.  His only concern was
over the fact that if the machine were left unattended, the in-
adequate parking brake would present a hazard.

Mr. Coleman stated that while he never observed the particu-
lar cited machine left unattended he has observed other equipment
unattended when the operator parks it in the pit area and then
goes for a drink of water or to the bathroom (Tr. 55).  However,
he conceded that when an operator leaves his machine in these
circumstances, he will stop it, set the brakes, and then drop
the bucket to the ground.  The bucket is dropped in order to
comply with mandatory safety standard section 77,1607(p), which
requires that all machine movable parts be secured or lowered to
the ground when the machine is not in use (Tr. 55} .  If the
machine were parked with the bucket facing downhill, the machine
would stop.  However, he believed that the area where the end
loader was stripping coal had a rock bottom, and that the
stripped grade was from one to three percent and it was possible
for the machine to slide across the hard surface (Tr. 56).

Mr. Coleman stated that when he first arrived at the pit
area the loader in question was located somewhere else.  The
foreman sent someone to bring the loader to the pit area without
informing him of the parking brake condition, and when it was
brought to the pit, the brake was checked {Tr. 57).  Mr. Coleman
conceded that the area where the machine was operating was less
than a 5% grade, and that while it was "flat," he conceded that
"it wasn't very much of a grade" (Tr. 58).  He also conceded
that the machine operators were "usually pretty good" about
lowering the bucket to the ground when their machines are
parked (Tr. 58).  He stated that he has never observed a
situation where a machine operator has alighted from his machine
without lowering his bucket or ripper down (Tr. 62).

Mr. Coleman indicated that during any working day there
are three or four times when a machine operator normally has
occasion to use his parking brake. One is in the morning whenhine posed a hazard, Mr. Coleman replied as follows
